


 Beacon Xicato®

Beacon Muse Xicato® is the newest addition 

to the innovative and award winning Beacon 

Muse spotlight range. Beacon Muse Xicato® 

boasts improved optical control, Ultra High 

Colour Rendering and provides an exciting 

accent and display lighting tool that uses 

cutting-edge LED technology and ancient lens 

principles to create a fully adjustable spotlight.

The unique soft-touch ring enables the 

enduser to manually adjust the beam to from 

a wide flood (52° / 72°) down to a tight spot

(8° / 10°); without the need of any additional 

lenses or reflectors. Beacon Muse Xicato® 

boasts an ultra high CRI of 98 - ensuring 

vibrant colours over all 99 TM-30 colour 

samples - the ideal spotlight for museum, 

gallery and retail applications where a high 

quality of light is required.

Available with on-board dimming 

potentiometer (DALI or Casambi Wireless 

dimming on request).



Beacon Muse Xicato®

• Integrated LED spotlight, compact and

minimalist design, ideal for retail, display,

museum and gallery applications

• Die-cast aluminium body with passive

cooling heatsink

• Beam angle adjustability from 8° up to 52°

for Beacon Muse and from 10° up to 72°

for Beacon XL Muse

• On-board dimming potentiometer ( DALI or

Wireless – SylSmart SSC versions available

on request)

• Available in 3000K, 3500K and 4000K

(other CCT’s on request)

• Ultra High colour rendering index, Ra98

• For mounting 3-circuit track (Lytespan 3)

• Snap fit accessories (Elongation lens,

Honeycomb filter and Snoot)

• Monopoint accessory available for surface

mounting

• IR/UV free light source without heat

radiation

• Long lifetime: >50,000 hours life at 70% of

original output (L70B50)

• LED technology provides an energy efficient

solution with reduced maintenance costs

Beacon Muse Xicato® White

Beacon Muse Xicato® Black

Beacon XL Muse Xicato® White

Beacon XL Muse Xicato® Black

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Muse Xicato®

2059796 Beacon Muse Xicato® 3000K O/B DIM LS3 Black Black 20 338/598 30 8° to 52° 3000 98 Yes Onboard Pot 50,000

2059797 Beacon Muse Xicato® 3000K O/B DIM LS3 White White 20 338/598 30 8° to 52° 3000 98 Yes Onboard Pot 50,000

2059776 Beacon Muse Xicato® 3500K O/B DIM LS3 Black Black 20 369/641 33 8° to 52° 3000 98 Yes Onboard Pot 50,000

2059777 Beacon Muse Xicato® 3500K O/B DIM LS3 White White 20 369/641 33 8° to 52° 3500 98 Yes Onboard Pot 50,000

2059798 Beacon Muse Xicato® 4000K O/B DIM LS3 Black Black 20 395/698 35 8° to 52° 4000 98 Yes Onboard Pot 50,000

2059799 Beacon Muse Xicato® 4000K O/B DIM LS3 White White 20 395/698 35 8° to 52° 4000 98 Yes Onboard Pot 50,000

Code Description Finish Fixture 
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(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon XL Muse Xicato®

2059896 Beacon XL Muse Xicato® 3000K O/B DIM LS3 White White 35 547/1430 41 10° to 72° 3000 98 Yes Onboard Pot 50,000

2059897 Beacon XL Muse Xicato® 3000K O/B DIM LS3 Black Black 35 547/1430 41 10° to 72° 3000 98 Yes Onboard Pot 50,000

2059778 Beacon XL Muse Xicato® 3500K O/B DIM LS3 White White 35 668/1741 50 10° to 72° 3500 98 Yes Onboard Pot 50,000

2059779 Beacon XL Muse Xicato® 3500K O/B DIM LS3 Black Black 35 668/1741 50 10° to 72° 3500 98 Yes Onboard Pot 50,000

2059898 Beacon XL Muse Xicato® 4000K O/B DIM LS3 White White 35 681/1697 48 10° to 72° 4000 98 Yes Onboard Pot 50,000

2059899 Beacon XL Muse Xicato® 4000K O/B DIM LS3 Black Black 35 681/1697 48 10° to 72° 4000 98 Yes Onboard Pot 50,000



Beacon Muse Xicato®

2059796 - NB 2059896 - NB2059796 - WB 2059896 - WB

Beacon Muse Xicato® Beacon XL Muse Xicato®



Beacon Muse Xicato® Accessories

Code Description Mounting Finish

Beacon Muse Xicato® Accessories

2059758 Beacon Snoot - Black

2059760 BEACON MUSE II Elongation Lens - -

2059761 BEACON MUSE II Honeycomb Lens - Black

2052940 BEACON Barn Doors - Black

2059759 BEACON MUSE II Softner Lens - Black

3020010 Monopoint L3 White Surface Mount - for Lytespan 3 track adaptor White

3020080 Monopoint L3 Black Surface Mount - for Lytespan 3 track adaptor Black

Code Description Mounting Finish

Beacon XL Muse Xicato® Accessories

2093113 XL MUSE Elongation Lens - -

2093114 XL MUSE Honeycomb Filter - Black

2058323 XL/XXL Barn Doors - Black

2058326 XL/XXL Snoot - Black

3020010 Monopoint L3 White Surface Mount - for Lytespan 3 track adaptor White

3020080 Monopoint L3 Black Surface Mount - for Lytespan 3 track adaptor Black

2059758 2059759

3020010 3020080

20529402059760 2059761

3020010 3020080

2058323 2058326 20931142093113



 Beacon Tune II, Beacon Muse 
Tune II and Beacon XL Tune II

Beacon Tune II and Beacon XL Tune II offer 

colour tuneability from 1800-6500K with 

fixed beam angles. Beacon Muse Tune 

combines tuneable colour temperature and 

beam angle adjustment in a single fitting, 

further developing the award winning Beacon 

range from Concord. Combining cutting-edge 

LED technology and ancient lens principles 

to create a fully adjustable spotlight, the 

unique soft-touch ring enables the end-user 

to manually adjust the beam from a wide 

flood (42˚) down to a tight spot (8˚); without 

the need of any additional lenses or reflectors. 

Additionally the colour tuning functionality 

allows colour temperature selection from a 

cool 6,500K to a warm 1,800K to tailor the lit 

effect to match the exact requirements of the 

exhibition or gallery display space.



Beacon Muse Tune II

• Stylish combination of tuneable colour

temperature and adjustable beam angle

• Die-cast aluminium body with passive

cooling heatsink

• Unique adjustability using soft-touch ring,

enables beam control from a tight 8º spot

to a 42º flood

• Color temperature:1800-6500K Tuneable

white

• On-board dimming potentiometer, DALI

(version 8 protocol) or Wireless - SylSmart

SSC versions available

• High colour rendering index, Ra90

• For mounting on 1-circuit track (Lytespan 1)

or 3-circuit track (Lytespan 3). DALI L3 only

• Snap fit accessories (Elongation lens,

Honeycomb filter and Snoot)

• Monopoint accessory available for surface

mounting

• IR/UV free light source without heat

radiation

• Long lifetime: >35,000 hours life at 70% of

original output (L70B50)

• LED technology provides an energy efficient

solution with reduced maintenance costs

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Muse Tune II

2059966 Beacon Muse Tune II LS3 O/B Black Black 18 100/165 - 8-42 1800-6500 90 Yes Onboard Pot 35,000

2059967 Beacon Muse Tune II LS3 O/B White White 18 100/165 - 8-42 1800-6500 90 Yes Onboard Pot 35,000

2059968 Beacon Muse Tune II LS3 DALI Black Black 18 100/165 - 8-42 1800-6500 90 Yes DALI 35,000

2059969 Beacon Muse Tune II LS3 DALI White White 18 100/165 - 8-42 1800-6500 90 Yes DALI 35,000

2059970 Beacon Muse Tune II LS3 SSC01 Black Black 18 100/165 - 8-42 1800-6500 90 Yes SylSmart SSC 35,000

2059971 Beacon Muse Tune II LS3 SSC01 White White 18 100/165 - 8-42 1800-6500 90 Yes SylSmart SSC 35,000

Narrow 2100K Medium 2100K Wide 2100K

Dimensions (mm)



Beacon Tune II

Beacon Tune II, spot Beacon Tune II, flood

Beacon Tune II

• Integrated LED spotlight, compact and

minimalist design, ideal for retail, display,

museum and gallery applications

• Die-cast aluminium body with passive

cooling heatsink

• Beam angle: Beacon Tune II 27° (spot)

or 45° (flood) optics: Fresnel lens for

controlled beam – Beacon XL Tune II 22°

(spot), 32° (medium) or 39° (wide ) optics

• Color temperature:1800-6500K Tuneable

white

• On-board dimming potentiometer, DALI

(version 8 protocol) or Wireless - SylSmart

SSC versions available

• High colour rendering index, Ra90

• For mounting on 1-circuit track (Lytespan 1)

or 3-circuit track (Lytespan 3). DALI L3 only

• Snap fit accessories (Elongation lens,

• Honeycomb filter and Snoot)

• Monopoint accessory available for surface

mounting

• IR/UV free light source without heat

radiation

• Long lifetime: >35,000 hours life at 70% of

original output (L70B50)

• LED technology provides an energy efficient

solution with reduced maintenance costs

Code Description Finish Fixture 
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Luminous 
Flux  
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Efficacy 
(lm/W)

Beam Angle 
(°)
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Beacon Tune II

Spot

2059261 Beacon Tune II Spot O/B LS3 White White 19 1008 53 27 1800-6500 90 Yes Onboard Pot 35,000

2059262 Beacon Tune II Spot O/B LS3 Black Black 19 1008 53 27 1800-6500 90 Yes Onboard Pot 35,000

2059265 Beacon Tune II Spot DALI LS3 White White 19 1008 53 27 1800-6500 90 Yes DALI 35,000

2059266 Beacon Tune II Spot DALI LS3 Black Black 19 1008 53 27 1800-6500 90 Yes DALI 35,000

2059269 Beacon Tune II Spot SSC01 LS3 White White 19 1008 53 27 1800-6500 90 Yes SylSmart SSC 35,000

2059270 Beacon Tune II Spot SSC01 LS3 Black Black 19 1008 53 27 1800-6500 90 Yes SylSmart SSC 35,000

Flood

2059263 Beacon Tune II Flood O/B LS3 White White 19 840 44 45 1800-6500 90 Yes Onboard Pot 35,000

2059264 Beacon Tune II Flood O/B LS3 Black Black 19 840 44 45 1800-6500 90 Yes Onboard Pot 35,000

2059267 Beacon Tune II Flood DALI LS3 White White 19 840 44 45 1800-6500 90 Yes DALI 35,000

2059268 Beacon Tune II Flood DALI LS3 Black Black 19 840 44 45 1800-6500 90 Yes DALI 35,000

2059271 Beacon Tune II Flood SSC01 LS3 White White 19 840 44 45 1800-6500 90 Yes SylSmart SSC 35,000

2059272 Beacon Tune II Flood SSC01 LS3 Black Black 19 840 44 45 1800-6500 90 Yes SylSmart SSC 35,000



Beacon XL Tune II

• Integrated LED spotlight, compact and

minimalist design, ideal for retail, display,

museum and gallery applications

• Die-cast aluminium body with passive

cooling heatsink

• Beam angle: Beacon Tune II 27° (spot)

or 45° (flood) optics: Fresnel lens for

controlled beam – Beacon XL Tune II 22°

(spot), 32° (medium) or 39° (wide ) optics.

• Color temperature:1800-6500K Tuneable

white

• On-board dimming potentiometer, DALI

(version 8 protocol) or Wireless - SylSmart

SSC versions available

• High colour rendering index, Ra90

• For mounting on 1-circuit track (Lytespan 1)

or 3-circuit track (Lytespan 3). DALI L3 only

• Snap fit accessories (Elongation lens,

Honeycomb filter and Snoot)

• Monopoint accessory available for surface

mounting

• IR/UV free light source without heat

radiation

• Long lifetime: >35,000 hours life at 70% of

original output (L70B50)

• LED technology provides an energy efficient

solution with reduced maintenance costs

Beacon XL Tune II - 4000K, 

Narrow beam

Beacon XL Tune II - 4000K, 

Medium beam

Beacon XL Tune II - 4000K, 

Wide beam
Beacon XL Tune II

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon XL Tune II

Narrow Beam

2059980 Beacon XL Tune II NB O/B LS3 White White 33 2207 67 22 1800-6500 90 Yes Onboard Pot 35,000

2059981 Beacon XL Tune II NB O/B LS3 Black Black 33 2207 67 22 1800-6500 90 Yes Onboard Pot 35,000

2059982 Beacon XL Tune II NB DALI LS3 White White 33 2207 67 22 1800-6500 90 Yes DALI 35,000

2059983 Beacon XL Tune II NB DALI LS3 Black Black 33 2207 67 22 1800-6500 90 Yes DALI 35,000

2059984 Beacon XL Tune II NB SSC01 LS3 White White 33 2207 67 22 1800-6500 90 Yes SylSmart SSC 35,000

2059985 Beacon XL Tune II NB SSC01 LS3 Black Black 33 2207 67 22 1800-6500 90 Yes SylSmart SSC 35,000

Medium Beam

2059986 Beacon XL Tune II MB O/B LS3 White White 33 2027 61 32 1800-6500 90 Yes Onboard Pot 35,000

2059987 Beacon XL Tune II MB O/B LS3 Black Black 33 2027 61 32 1800-6500 90 Yes Onboard Pot 35,000

2059988 Beacon XL Tune II MB DALI LS3 White White 33 2027 61 32 1800-6500 90 Yes DALI 35,000

2059989 Beacon XL Tune II MB DALI LS3 Black Black 33 2027 61 32 1800-6500 90 Yes DALI 35,000

2059990 Beacon XL Tune II MB SSC01 LS3 White White 33 2027 61 32 1800-6500 90 Yes SylSmart SSC 35,000

2059991 Beacon XL Tune II MB SSC01 LS3 Black Black 33 2027 61 32 1800-6500 90 Yes SylSmart SSC 35,000

Wide Beam

2059992 Beacon XL Tune II WB O/B LS3 White White 33 1773 54 39 1800-6500 90 Yes Onboard Pot 35,000

2059993 Beacon XL Tune II WB O/B LS3 Black Black 33 1773 54 39 1800-6500 90 Yes Onboard Pot 35,000

2059994 Beacon XL Tune II WB DALI LS3 White White 33 1773 54 39 1800-6500 90 Yes DALI 35,000

2059995 Beacon XL Tune II WB DALI LS3 Black Black 33 1773 54 39 1800-6500 90 Yes DALI 35,000

2059996 Beacon XL Tune II WB SSC01 LS3 White White 33 1773 54 39 1800-6500 90 Yes SylSmart SSC 35,000

2059997 Beacon XL Tune II WB SSC01 LS3 Black Black 33 1773 54 39 1800-6500 90 Yes SylSmart SSC 35,000



 Beacon Muse II

Beacon Muse II is the latest addition to the 

innovative and award winning Beacon Muse 

spotlight range. Beacon Muse II boasts 

improved optical control and provides an 

exciting accent and display lighting tool that 

uses cutting-edge LED technology and ancient 

lens principles to create a fully adjustable 

spotlight.

The unique soft-touch ring enables the end-

user to manually adjust the beam from a wide 

flood (55˚) down to a tight spot (8˚); without 

the need of any additional lenses or reflectors. 

Beacon Muse II boasts a super high CRI of 

97 with the R9 value at 90 -ensuring vibrant 

reds - the ideal spotlight for museum, gallery 

and retail applications where a high quality of 

light is required. Available with trailing edge, 

on-board dimming potentiometer, DALI or 

Sylsmart Wireless SSC dimming.

Beacon XL Muse is a new addition to the 

innovative and award winning Beacon Muse 

range of spotlights. The soft-touch ring 

enables the end-user to manually adjust the 

beam from a wide flood (70˚) down to a tight 

spot (10˚).



Beacon Muse II

• Unique adjustability using soft-touch ring,

enables beam control from a tight 8º spot

to a 55º flood

• Super high colour rendering index, Ra 97

typical with R9 value (saturated reds) at 90;

ideal for museum and gallery applications

• Trailing Edge, on-board dimming

potentiometer, DALI or SylSmart Wireless

SSC versions available

• For mounting on 1-circuit track (Lytespan 1)

or 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour

temperatures

• CRI: 97

• MacAdam Ellipse: 3

• Voltage: 230-240V

• Housing Colour: Black or White

• Construction Material: Aluminium

• Warranty: 5 years

• Photobiological Risk Group: 1

Legend : SSC01 = SylSmart SSC; L3 = Lytespan 3

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Muse II - 3000K

Trailing Edge dimmable - 21W

2059730 Beacon LED Muse II 97CRI 3000K L1 

Trailing Edge Black

Black 21 553/1081 52 8 - 55 3000 97 Yes Phase DIM 72,000

2059731 Beacon LED Muse II 97CRI 3000K L1 

Trailing Edge White

White 21 553/1081 52 8 - 55 3000 97 Yes Phase DIM 72,000

2059742 Beacon LED Muse II 97CRI 3000K L3 

Trailing Edge Black

Black 21 553/1081 52 8 - 55 3000 97 Yes Phase DIM 72,000

2059743 Beacon LED Muse II 97CRI 3000K L3 

Trailing Edge White

White 21 553/1081 52 8 - 55 3000 97 Yes Phase DIM 72,000

On-Board Dimming - 21W

2059732 Beacon LED Muse II 97CRI 3000K L1 On-

Board DIM Black

Black 21 553/1081 52 8 - 55 3000 97 Yes Onboard pot 72,000

2059733 Beacon LED Muse II 97CRI 3000K L1 On-

Board DIM White

White 21 553/1081 52 8 - 55 3000 97 Yes Onboard pot 72,000

2059744 Beacon LED Muse II 97CRI 3000K L3 On-

Board DIM Black

Black 21 553/1081 52 8 - 55 3000 97 Yes Onboard pot 72,000

2059745 Beacon LED Muse II 97CRI 3000K L3 On-

Board DIM White

White 21 553/1081 52 8 - 55 3000 97 Yes Onboard pot 72,000

DALI Dimmable - 21W

2059746 Beacon LED Muse II 97CRI 3000K L3+DALI 

Black

Black 21 553/1081 52 8 - 55 3000 97 Yes DALI 72,000

2059747 Beacon LED Muse II 97CRI 3000K L3+DALI 

White

White 21 553/1081 52 8 - 55 3000 97 Yes DALI 72,000

SylSmart remote dimming - 21W

2059734 Beacon LED Muse II 97CRI 3000K L1 

SSC01 Black

Black 21 553/1081 52 8 - 55 3000 97 Yes SylSmart SSC 72,000

2059735 Beacon LED Muse II 97CRI 3000K L1 

SSC01 White

White 21 553/1081 52 8 - 55 3000 97 Yes SylSmart SSC 72,000

2059748 Beacon LED Muse II 97CRI 3000K L3 

SSC01 Black

Black 21 553/1081 52 8 - 55 3000 97 Yes SylSmart SSC 72,000

2059749 Beacon LED Muse II 97CRI 3000K L3 

SSC01 White

White 21 553/1081 52 8 - 55 3000 97 Yes SylSmart SSC 72,000



Beacon Muse II - 4000K

Dimensions (mm)

8° Spot 55° Flood

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Muse II - 4000K

Trailing Edge Dimmable - 21W

2059736 Beacon LED Muse II 97CRI 4000K L1 

Trailing Edge Black

Black 21 623/1150 55 8 - 55 4000 97 Yes Phase DIM 72,000

2059737 Beacon LED Muse II 97CRI 4000K L1 

Trailing Edge White

White 21 623/1150 55 8 - 55 4000 97 Yes Phase DIM 72,000

2059750 Beacon LED Muse II 97CRI 4000K L3 

Trailing Edge Black

Black 21 623/1150 55 8 - 55 4000 97 Yes Phase DIM 72,000

2059751 Beacon LED Muse II 97CRI 4000K L3 

Trailing Edge White

White 21 623/1150 55 8 - 55 4000 97 Yes Phase DIM 72,000

On-Board Dimming - 21W

2059738 Beacon LED Muse II 97CRI 4000K L1  

On-Board DIM Black

Black 21 623/1150 55 8 - 55 4000 97 Yes Onboard pot 72,000

2059739 Beacon LED Muse II 97CRI 4000K L1  

On-Board DIM White

White 21 623/1150 55 8 - 55 4000 97 Yes Onboard pot 72,000

2059752 Beacon LED Muse II 97CRI 4000K L3  

On-Board DIM Black

Black 21 623/1150 55 8 - 55 4000 97 Yes Onboard pot 72,000

2059753 Beacon LED Muse II 97CRI 4000K L3  

On-Board DIM White

White 21 623/1150 55 8 - 55 4000 97 Yes Onboard pot 72,000

DALI Dimmable - 21W

2059754 Beacon LED Muse II 97CRI 4000K L3+DALI 

Black

Black 21 623/1150 55 8 - 55 4000 97 Yes DALI 72,000

2059755 Beacon LED Muse II 97CRI 4000K L3+DALI 

White

White 21 623/1150 55 8 - 55 4000 97 Yes DALI 72,000

SylSmart remote dimming - 21W

2059740 Beacon LED Muse II 97CRI 4000K L1 

SSC01 Black

Black 21 623/1150 55 8 - 55 4000 97 Yes Sylsmart SSC 72,000

2059741 Beacon LED Muse II 97CRI 4000K L1 

SSC01 White

White 21 623/1150 55 8 - 55 4000 97 Yes Sylsmart SSC 72,000

2059756 Beacon LED Muse II 97CRI 4000K L3 

SSC01 Black

Black 21 623/1150 55 8 - 55 4000 97 Yes Sylsmart SSC 72,000

2059757 Beacon LED Muse II 97CRI 4000K L3 

SSC01 White

White 21 623/1150 55 8 - 55 4000 97 Yes Sylsmart SSC 72,000

Legend : SSC01 = SylSmart SSC; L3 = Lytespan 3



Beacon Muse II - Accessories

Code Description

Accessories

2059758 Beacon Snoot

2059759 Beacon LED Muse Ii Softener Lens

2059760 Beacon LED Muse Ii Elongation Lens

2059761 Beacon LED Muse Ii Honeycomb Black

2052940 Beacon Barn Doors

3020010 Monopoint L3 White

3020080 Monopoint L3 Black

Elongation Lens Honeycomb Filter

Snoot Barn Doors

Softener Lens

Monopoint Black

Monopoint White



Code Description Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

Beacon XL Muse - 3000K (97CRI)

On-board DIM

2059319 Beacon XL Muse 3000K O/B DIM L3 White White 41 2544 62 10-70 3000 97 Yes Onboard Pot 50,000

2059320 Beacon XL Muse 3000K O/B DIM L3 Black Black 41 2544 62 10-70 3000 97 Yes Onboard Pot 50,000

DALI

2059323 Beacon XL Muse 3000K DALI L3 White White 41 2544 62 10-70 3000 97 Yes DALI 50,000

2059324 Beacon XL Muse 3000K DALI L3 Black Black 41 2544 62 10-70 3000 97 Yes DALI 50,000

SylSmart Wireless SSC

2059327 Beacon XL Muse 3000K SSC01 White White 41 2544 62 10-70 3000 97 Yes Sylsmart SSC 50,000

2059328 Beacon XL Muse 3000K SSC01 L3 Black Black 41 2544 62 10-70 3000 97 Yes Sylsmart SSC 50,000

Beacon XL Muse

• Unique adjustablity using soft-touch ring,

enables beam control from a 10° spot to a

70° flood

3000K  4000K

• Flood 70 deg 2544lm  2884lm

• Spot 10 deg 820lm  901lm

• Ideal for museum, gallery and retail

applications

• Super high colour rendering index, Ra 97

typical

• Available in 3000K or 4000K colour

temperatures

• On-board dimming, DALI or Casambi

Bluetooth versions available

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard.

Other colour available on request.

• Barn doors, Elongation lens, Honeycomb

and Snoot accessories available

• IR/UV free light source without heat

radiation

• Long lifetime: 50,000 hours life at 70% of

the original output (L70)

Beacon XL Muse - adjustable beam from 10° spot to 70° flood

Beacon XL Muse - 4000K (IRC 97)

On-board DIM

2059321 Beacon XL Muse 4000K O/B DIM L3 White White 41 2884 70 10-70 4000 97 Yes Onboard Pot 50,000

2059322 Beacon XL Muse 4000K O/B DIM L3 Black Black 41 2884 70 10-70 4000 97 Yes Onboard Pot 50,000

DALI

2059325 Beacon XL Muse 4000K DALI L3 White White 41 2884 70 10-70 4000 97 Yes DALI 50,000

2059326 Beacon XL Muse 4000K DALI L3 Black Black 41 2884 70 10-70 4000 97 Yes DALI 50,000

SylSmart Wireless SSC

2059329 Beacon XL Muse 4000K SSC01 L3 White White 41 2884 70 10-70 4000 97 Yes Sylsmart SSC 50,000

2059330 Beacon XL Muse 4000K SSC01 L3 Black Black 41 2884 70 10-70 4000 97 Yes Sylsmart SSC 50,000

3000K Spot 3000K Flood 4000K Spot 4000K Flood

Dimensions (mm)

Legend: O/B = On board dimming; DALI = DALI Dimmable; L3 = Lytespan 3; SSC01= SylSmart Standalone.



Code Désignation

Accessories

2093113 Beacon XL Muse Elongation

2093114 Beacon XL Muse Honeycomb

2058323 Beacon XL/XXL Barn Doors

2058326 Beacon XL/XXL Snoot

3020010 Monopoint L3 White

3020080 Monopoint L3 Black

Beacon XL Muse

Elongation lens

Honeycomb

Snoot

Barn doors

Sylsmart SSC

• Wireless dimming of single or multiple luminaires with simple touch gestures on your smart phone

• Automatically form a wireless mesh network with the other Sylsmart Wireless SSC luminaires

• Set up simple or complex scenarios with single or multiple luminaires in them. All the luminaires in 

one scene can have different light levels according to the needs of the end-user.

• Define the security of the network. There are four different security levels for access control.

• Control luminaires visually, by adding photographs into the app to virtually recreate the room

• The Sylsmart Wireless SSC use Bluetooth Low Energy to form the direct connection and interaction 

between a mobile device and the luminaires

• Free app is available to download on iPhone and Android devices

Monopoint white Monopoint black



 Beacon

The Concord Beacon range of Spotlights 

is one of the most comprehensive on the 

market, offering both new cuttingedge 

LED technology and a wide selection of 

traditional lamp sources, providing complete 

versatility for display and accent lighting 

applications. Beacon introduces a timeless 

but contemporary all die-cast aluminium 

design based around simple geometric shapes 

offering a selection of beam angles and 

additional filters and accessories to complete 

the range.

The Beacon LED spotlight introduces a new 

lighting dimension to retail and display spaces. 

Beacon meets the tough demands of these 

environments by providing good colour 

rendering, zero UV/IR radiation, reduction 

in maintenance costs and an energy saving 

solution over existing lamp sources such as 

low voltage halogen



Beacon - 3000K

• A comprehensive range of efficient and

high performing LED spotlights; ideal for

retail and display applications

• High colour rendering with CRI 93 typical

• Narrow (12º), Medium (38º) and Wide (55º)

beam options

• CRI: 93

• MacAdam Ellipse: 3

• Voltage: 230-240V

• Housing Colour: Black or White

• Construction Material: die-cast aluminium

• Warranty: 5 years

• Photobiological Risk Group: Group 1

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam 
Angle  
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon - 93 CRI - 3000K

2059580 Beacon 93 CRI 3K Narrow Beam L1 Trailing Edge Black Black 21 1512 72 12 3000 93 Yes Phase DIM 50,000

2059581 Beacon 93 CRI 3K Narrow Beam L1 Trailing Edge White White 21 1512 72 12 3000 93 Yes Phase DIM 50,000

2059582 Beacon 93 CRI 3K Narrow Beam L1 On-Board DIM Black Black 21 1512 72 12 3000 93 Yes Onboard pot 50,000

2059583 Beacon 93 CRI 3K Narrow Beam L1 On-Board DIM White White 21 1512 72 12 3000 93 Yes Onboard pot 50,000

2059586 Beacon 93 CRI 3K Medium Beam L1 Trailing Edge Black Black 21 1753 83 38 3000 93 Yes Phase DIM 50,000

2059587 Beacon 93 CRI 3K Medium Beam L1 Trailing Edge White White 21 1753 83 38 3000 93 Yes Phase DIM 50,000

2059588 Beacon 93 CRI 3K Medium Beam L1 On-Board DIM Black Black 21 1753 83 38 3000 93 Yes Onboard pot 50,000

2059589 Beacon 93 CRI 3K Medium Beam L1 On-Board DIM White White 21 1753 83 38 3000 93 Yes Onboard pot 50,000

2059592 Beacon 93 CRI 3K Wide Beam L1 Trailing Edge Black Black 21 1700 81 55 3000 93 Yes Phase DIM 50,000

2059593 Beacon 93 CRI 3K Wide Beam L1 Trailing Edge White White 21 1700 81 55 3000 93 Yes Phase DIM 50,000

2059594 Beacon 93 CRI 3K Wide Beam L1 On-Board DIM Black Black 21 1700 81 55 3000 93 Yes Onboard pot 50,000

2059595 Beacon 93 CRI 3K Wide Beam L1 On-Board DIM White White 21 1700 81 55 3000 93 Yes Onboard pot 50,000

2059616 Beacon 93 CRI 3K Narrow Beam L3 Trailing Edge Black Black 21 1512 72 12 3000 93 Yes Phase DIM 50,000

2059617 Beacon 93 CRI 3K Narrow Beam L3 Trailing Edge White White 21 1512 72 12 3000 93 Yes Phase DIM 50,000

2059618 Beacon 93 CRI 3K Narrow Beam L3 On-Board DIM Black Black 21 1512 72 12 3000 93 Yes Onboard pot 50,000

2059619 Beacon 93 CRI 3K Narrow Beam L3 On-Board DIM White White 21 1512 72 12 3000 93 Yes Onboard pot 50,000

2059620 Beacon 93 CRI 3K Narrow Beam L3+DALI Black Black 21 1512 72 12 3000 93 Yes DALI 50,000

2059621 Beacon 93 CRI 3K Narrow Beam L3+DALI White White 21 1512 72 12 3000 93 Yes DALI 50,000

2059622 Beacon 93 CRI 3K Medium Beam L3 Trailing Edge Black Black 21 1753 83 38 3000 93 Yes Phase DIM 50,000

2059623 Beacon 93 CRI 3K Medium Beam L3 Trailing Edge White White 21 1753 83 38 3000 93 Yes Phase DIM 50,000

2059624 Beacon 93 CRI 3K Medium Beam L3 On-Board DIM Black Black 21 1753 83 38 3000 93 Yes Onboard pot 50,000

2059625 Beacon 93 CRI 3K Medium Beam L3 On-Board DIM White White 21 1753 83 38 3000 93 Yes Onboard pot 50,000

2059626 Beacon 93 CRI 3K Medium Beam L3+DALI Black Black 21 1753 83 38 3000 93 Yes DALI 50,000

2059627 Beacon 93 CRI 3K Medium Beam L3+DALI White White 21 1753 83 38 3000 93 Yes DALI 50,000

2059628 Beacon 93 CRI 3K Wide Beam L3 Trailing Edge Black Black 21 1700 81 55 3000 93 Yes Phase DIM 50,000

2059629 Beacon 93 CRI 3K Wide Beam L3 Trailing Edge White White 21 1700 81 55 3000 93 Yes Phase DIM 50,000

2059630 Beacon 93 CRI 3K Wide Beam L3 On-Board DIM Black Black 21 1700 81 55 3000 93 Yes Onboard pot 50,000

2059631 Beacon 93 CRI 3K Wide Beam L3 On-Board DIM White White 21 1700 81 55 3000 93 Yes Onboard pot 50,000

2059632 Beacon 93 CRI 3K Wide Beam L3+DALI Black Black 21 1700 81 55 3000 93 Yes DALI 50,000

2059633 Beacon 93 CRI 3K Wide Beam L3+DALI White White 21 1700 81 55 3000 93 Yes DALI 50,000



Beacon - 4000K

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam 
Angle  
(°)

Colour 
Temp  
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon - 93 CRI - 4,000K

2059598 Beacon 93 CRI 4K Narrow Beam L1 Trailing Edge Black Black 21 1669 79 12 4000 93 Yes Phase DIM 50,000

2059599 Beacon 93 CRI 4K Narrow Beam L1 Trailing Edge White White 21 1669 79 12 4000 93 Yes Phase DIM 50,000

2059600 Beacon 93 CRI 4K Narrow Beam L1 On-Board DIM Black Black 21 1669 79 12 4000 93 Yes Onboard pot 50,000

2059601 Beacon 93 CRI 4K Narrow Beam L1 On-Board DIM White White 21 1669 79 12 4000 93 Yes Onboard pot 50,000

2059604 Beacon 93 CRI 4K Medium Beam L1 Trailing Edge Black Black 21 1885 90 12 4000 93 Yes Phase DIM 50,000

2059605 Beacon 93 CRI 4K Medium Beam L1 Trailing Edge White White 21 1885 90 12 4000 93 Yes Phase DIM 50,000

2059606 Beacon 93 CRI 4K Medium Beam L1 On-Board DIM Black Black 21 1885 90 12 4000 93 Yes Onboard pot 50,000

2059607 Beacon 93 CRI 4K Medium Beam L1 On-Board DIM White White 21 1885 90 12 4000 93 Yes Onboard pot 50,000

2059610 Beacon 93 CRI 4K Wide Beam L1 Trailing Edge Black Black 21 1853 88 12 4000 93 Yes Phase DIM 50,000

2059611 Beacon 93 CRI 4K Wide Beam L1 Trailing Edge White White 21 1853 88 12 4000 93 Yes Phase DIM 50,000

2059612 Beacon 93 CRI 4K Wide Beam L1 On-Board DIM Black Black 21 1853 88 12 4000 93 Yes Onboard pot 50,000

2059613 Beacon 93 CRI 4K Wide Beam L1 On-Board DIM White White 21 1853 88 12 4000 93 Yes Onboard pot 50,000

2059634 Beacon 93 CRI 4K Narrow Beam L3 Trailing Edge Black Black 21 1669 79 12 4000 93 Yes Phase DIM 50,000

2059635 Beacon 93 CRI 4K Narrow Beam L3 Trailing Edge White White 21 1669 79 12 4000 93 Yes Phase DIM 50,000

2059636 Beacon 93 CRI 4K Narrow Beam L3 On-Board DIM Black Black 21 1669 79 12 4000 93 Yes Onboard pot 50,000

2059637 Beacon 93 CRI 4K Narrow Beam L3 On-Board DIM White White 21 1669 79 12 4000 93 Yes Onboard pot 50,000

2059638 Beacon 93 CRI 4K Narrow Beam L3+DALI Black Black 21 1669 79 12 4000 93 Yes DALI 50,000

2059639 Beacon 93 CRI 4K Narrow Beam L3+DALI White White 21 1669 79 12 4000 93 Yes DALI 50,000

2059640 Beacon 93 CRI 4K Medium Beam L3 Trailing Edge Black Black 21 1885 90 38 4000 93 Yes Phase DIM 50,000

2059641 Beacon 93 CRI 4K Medium Beam L3 Trailing Edge White White 21 1885 90 38 4000 93 Yes Phase DIM 50,000

2059642 Beacon 93 CRI 4K Medium Beam L3 On-Board DIM Black Black 21 1885 90 38 4000 93 Yes Onboard pot 50,000

2059643 Beacon 93 CRI 4K Medium Beam L3 On-Board DIM White White 21 1885 90 38 4000 93 Yes Onboard pot 50,000

2059644 Beacon 93 CRI 4K Medium Beam L3+DALI Black Black 21 1885 90 38 4000 93 Yes DALI 50,000

2059645 Beacon 93 CRI 4K Medium Beam L3+DALI White White 21 1885 90 38 4000 93 Yes DALI 50,000

2059646 Beacon 93 CRI 4K Wide Beam L3 Trailing Edge Black Black 21 1853 88 55 4000 93 Yes Phase DIM 50,000

2059647 Beacon 93 CRI 4K Wide Beam L3 Trailing Edge White White 21 1853 88 55 4000 93 Yes Phase DIM 50,000

2059648 Beacon 93 CRI 4K Wide Beam L3 On-Board DIM Black Black 21 1853 88 55 4000 93 Yes Onboard pot 50,000

2059649 Beacon 93 CRI 4K Wide Beam L3 On-Board DIM White White 21 1853 88 55 4000 93 Yes Onboard pot 50,000

2059650 Beacon 93 CRI 4K Wide Beam L3+DALI Black Black 21 1853 88 55 4000 93 Yes DALI 50,000

2059651 Beacon 93 CRI 4K Wide Beam L3+DALI White White 21 1853 88 55 4000 93 Yes DALI 50,000

Dimensions (mm)

Narrow Beam Medium Beam Wide Beam



Beacon - High Output

• A comprehensive range of efficient and

high performing LED spotlights; ideal for

retail and display applications

• High colour rendering with CRI 85 typical

• Narrow (12º), Medium (38º) and Wide (55º)

beam options

• Trailing Edge, dimming

• CRI: 85

• MacAdam Ellipse: 3

• Voltage: 220-240V

• Housing Colour: Black or White

• Construction Material: die-cast aluminium

• Warranty: 5 years

• Photobiological Risk Group: Group 1

Code Description Finish Fixture 
Power 
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam 
Angle  
(°)

Colour 
Temp  
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon (High Output) - 85 CRI - 3000K

2059652 Beacon 85 CRI 3K Narrow Beam L1 Trailing Edge Black Black 21 2013 96 12 3000 85 Yes Phase DIM 50,000

2059653 Beacon 85 CRI 3K Narrow Beam L1 Trailing Edge White White 21 2013 96 12 3000 85 Yes Phase DIM 50,000

2059654 Beacon 85 CRI 3K Medium Beam L1 Trailing Edge Black Black 21 2269 108 38 3000 85 Yes Phase DIM 50,000

2059655 Beacon 85 CRI 3K Medium Beam L1 Trailing Edge White White 21 2269 108 38 3000 85 Yes Phase DIM 50,000

2059656 Beacon 85 CRI 3K Wide Beam L1 Trailing Edge Black Black 21 2208 105 55 3000 85 Yes Phase DIM 50,000

2059657 Beacon 85 CRI 3K Wide Beam L1 Trailing Edge White White 21 2208 105 55 3000 85 Yes Phase DIM 50,000

2059664 Beacon 85 CRI 3K Narrow Beam L3 Trailing Edge Black Black 21 2013 96 12 3000 85 Yes Phase DIM 50,000

2059665 Beacon 85 CRI 3K Narrow Beam L3 Trailing Edge White White 21 2013 96 12 3000 85 Yes Phase DIM 50,000

2059666 Beacon 85 CRI 3K Medium Beam L3 Trailing Edge Black Black 21 2269 108 38 3000 85 Yes Phase DIM 50,000

2059667 Beacon 85 CRI 3K Medium Beam L3 Trailing Edge White White 21 2269 108 38 3000 85 Yes Phase DIM 50,000

2059668 Beacon 85 CRI 3K Wide Beam L3 Trailing Edge Black Black 21 2208 105 55 3000 85 Yes Phase DIM 50,000

2059669 Beacon 85 CRI 3K Wide Beam L3 Trailing Edge White White 21 2208 105 55 3000 85 Yes Phase DIM 50,000

Code Description Finish Fixture 
Power 
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam 
Angle 
 (°)

Colour 
Temp  
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon (High Output) - 85 CRI - 4000K

2059658 Beacon 85 CRI 4K Narrow Beam L1 Trailing Edge Black Black 21 2136 102 12 4000 85 Yes Phase DIM 50,000

2059659 Beacon 85 CRI 4K Narrow Beam L1 Trailing Edge White White 21 2136 102 12 4000 85 Yes Phase DIM 50,000

2059660 Beacon 85 CRI 4K Medium Beam L1 Trailing Edge Black Black 21 2348 112 38 4000 85 Yes Phase DIM 50,000

2059661 Beacon 85 CRI 4K Medium Beam L1 Trailing Edge White White 21 2348 112 38 4000 85 Yes Phase DIM 50,000

2059662 Beacon 85 CRI 4K Wide Beam L1 Trailing Edge Black Black 21 2301 110 55 4000 85 Yes Phase DIM 50,000

2059663 Beacon 85 CRI 4K Wide Beam L1 Trailing Edge White White 21 2301 110 55 4000 85 Yes Phase DIM 50,000

2059670 Beacon 85 CRI 4K Narrow Beam L3 Trailing Edge Black Black 21 2136 102 12 4000 85 Yes Phase DIM 50,000

2059671 Beacon 85 CRI 4K Narrow Beam L3 Trailing Edge White White 21 2136 102 12 4000 85 Yes Phase DIM 50,000

2059672 Beacon 85 CRI 4K Medium Beam L3 Trailing Edge Black Black 21 2348 112 38 4000 85 Yes Phase DIM 50,000

2059673 Beacon 85 CRI 4K Medium Beam L3 Trailing Edge White White 21 2348 112 38 4000 85 Yes Phase DIM 50,000

2059674 Beacon 85 CRI 4K Wide Beam L3 Trailing Edge Black Black 21 2301 110 55 4000 85 Yes Phase DIM 50,000

2059675 Beacon 85 CRI 4K Wide Beam L3 Trailing Edge White White 21 2301 110 55 4000 85 Yes Phase DIM 50,000

Narrow Beam Medium Beam Wide Beam
Dimensions (mm)



 Beacon Accent

From Concord’s award-winning Beacon 

Family, we present Beacon Accent. This 

range of LED spotlights has been specifically 

designed for museums, galleries and high-

end retail where colour rendition plays an 

important and active role.

With a super high CRI of 97 and the R9 value 

(saturated red) at 90; the Beacon Accent 

range ensures for truer, richer and more 

vibrant colours.

The addition of the dark-light detail helps 

to reduce glare and increase visual comfort. 

Available in 3000K and 4000K CCT’s, 

dimming via an on-board potentiometer and 

a choice of 3 beam angles – Intense Narrow, 

Medium and Wide.



Beacon Accent

• A comprehensive range of high quality

accent LED spotlights; ideal for museum

and gallery applications

• Super high colour rendering with CRI 97

typical; with R9 value at 90

• Low glare, dark-light detail for increased

accentuation and visual comfort

• Intense Narrow (10°), Medium (37°) and

Wide (52°) beam options

• Dimming via On-board potentiometer

• For mounting on 1-circuit track (Lytespan 1)

or 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour

temperatures

• White or Black paint fi nish as standard.

Other colours available on request.

• Accessories available (Elongation lens,

Softner lens, Honeycomb fi lter, Barn door

and Snoot)

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy effi

cient solution with reduced maintenance

costs

Legend: BCON = BeaCON; ACT = ACcenT; NB = Narrow Beam; MB = Medium Beam; WB = Wide Beam; L1 = Lytespan 1-circuit; L3 = Lytespan 3-circuit; OB = On-Board dimming; WHT = 

WHiTe; BLK = BLacK

Code Description Finish Fixture 
Power (W)

Luminous 
Flux (lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Accent - 97 CRI - 3000K

2059544 Beacon Accent 97CRI 3K Narrow Beam L1 

On-Board DIM Black

Black 21 503 24 10 3000 97 Yes Onboard Pot 50,000

2059545 Beacon Accent 97CRI 3K Narrow Beam L1 

On-Board DIM White

White 21 503 24 10 3000 97 Yes Onboard Pot 50,000

2059546 Beacon Accent 97CRI 3K Medium Beam 

L1 On-Board DIM Black

Black 21 1410 67 37 3000 97 Yes Onboard Pot 50,000

2059547 Beacon Accent 97CRI 3K Medium Beam 

L1 On-Board DIM Black

White 21 1410 67 37 3000 97 Yes Onboard Pot 50,000

2059548 Beacon Accent 97CRI 3K Wide Beam L1 

On-Board DIM Black

Black 21 1451 69 52 3000 97 Yes Onboard Pot 50,000

2059549 Beacon Accent 97CRI 3K Wide Beam L1 

On-Board DIM Black

White 21 1451 69 52 3000 97 Yes Onboard Pot 50,000

2059556 Beacon Accent 97CRI 3K Narrow Beam L3 

On-Board DIM Black

Black 21 503 24 10 3000 97 Yes Onboard Pot 50,000

2059557 Beacon Accent 97CRI 3K Narrow Beam L3 

On-Board DIM White

White 21 503 24 10 3000 97 Yes Onboard Pot 50,000

2059558 Beacon Accent 97CRI 3K Medium Beam 

L3 On-Board DIM Black

Black 21 1410 67 37 3000 97 Yes Onboard Pot 50,000

2059559 Beacon Accent 97CRI 3K Medium Beam 

L3 On-Board DIM White

White 21 1410 67 37 3000 97 Yes Onboard Pot 50,000

2059560 Beacon Accent 97CRI 3K Wide Beam L3 

On-Board DIM Black

Black 21 1451 69 52 3000 97 Yes Onboard Pot 50,000

2059561 Beacon Accent 97CRI 3K Wide Beam L3 

On-Board DIM White

White 21 1451 69 52 3000 97 Yes Onboard Pot 50,000



Legend: BCON = BeaCON; ACT = ACcenT; NB = Narrow Beam; MB = Medium Beam; WB = Wide Beam; L1 = Lytespan 1-circuit; L3 = Lytespan 3-circuit; OB = On-Board dimming; 

WHT = WHiTe; BLK = BLacK

Beacon Accent

Intense Narrow Beam Medium Beam Wide Beam

Dimensions (mm)

130

190

Ø80

70

Code Description

Accessories

2059772 Beacon Elongation Lens

2059774 Beacon Softener Lens

2059773 Beacon Honeycomb Filter

2059758 Beacon Snoot

2052940 Beacon Barn Doors

3020010 Monopoint L3 White

3020080 Monopoint L3 Black

Elongation Lens Softner Lens

Honeycomb Filter

Barn Doors Snoot

Monopoint White Monopoint Black

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Accent - 97 CRI - 4000K

2059550 Beacon Accent 97CRI 4K Narrow Beam 

L1 On-Board DIM Black

Black 21 576 27 10 4000 97 Yes Onboard Pot 50,000

2059551 Beacon Accent 97CRI 4K Narrow Beam 

L1 On-Board DIM White

White 21 576 27 10 4000 97 Yes Onboard Pot 50,000

2059552 Beacon Accent 97CRI 4K Medium Beam 

L1 On-Board DIM Black

Black 21 1528 73 37 4000 97 Yes Onboard Pot 50,000

2059553 Beacon Accent 97CRI 4K Medium Beam 

L1 On-Board DIM White

White 21 1528 73 37 4000 97 Yes Onboard Pot 50,000

2059554 Beacon Accent 97CRI 4K Wide Beam L1 

On-Board DIM Black

Black 21 1578 75 52 4000 97 Yes Onboard Pot 50,000

2059555 Beacon Accent 97CRI 4K Wide Beam L1 

On-Board DIM White

White 21 1578 75 52 4000 97 Yes Onboard Pot 50,000

2059562 Beacon Accent 97CRI 4K Narrow Beam 

L3 On-Board DIM Black

Black 21 576 27 10 4000 97 Yes Onboard Pot 50,000

2059563 Beacon Accent 97CRI 4K Narrow Beam 

L3 On-Board DIM White

White 21 576 27 10 4000 97 Yes Onboard Pot 50,000

2059564 Beacon Accent 97CRI 4K Medium Beam 

L3 On-Board DIM Black

Black 21 1528 73 37 4000 97 Yes Onboard Pot 50,000

2059565 Beacon Accent 97CRI 4K Medium Beam 

L3 On-Board DIM White

White 21 1528 73 37 4000 97 Yes Onboard Pot 50,000

2059566 Beacon Accent 97CRI 4K Wide Beam L3 

On-Board DIM Black

Black 21 1578 75 52 4000 97 Yes Onboard Pot 50,000

2059567 Beacon Accent 97CRI 4K Wide Beam L3 

On-Board DIM White

White 21 1578 75 52 4000 97 Yes Onboard Pot 50,000



 Beacon XL

Renowned for pushing the boundaries of 

technology, Concord presents the upgrade to 

the award-winning Beacon family.

With an excellent quality of light, Beacon 

highlights your display or single object of 

desire, in its true colours, no matter the time 

of day or night.

Designed specifically for retail and display, 

Beacon gives you complete control over the 

direction and intensity of the light you require. 

Not only stylish but perfectly practical in 

every way producing a high quality and high 

intensity lit effect. These beautiful spotlights 

come in a white or black finish and are also 

available with dimmable options.



Beacon XL - 3000KBeacon XL - 3000K

• A comprehensive range of efficient and

high performing LED spotlights; ideal for

retail and display applications

• High colour rendering with CRI 93 typical

• High output versions also available with CRI

85 typical

• Narrow (15°), Medium (34°) and Wide (50°)

beam options

• No-dimmable, On-board dimming

potentiometer or DALI versions available

• For mounting on 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour

temperatures

• White or Black paint finish as standard.

Other colours available on request.

• Accessories available (Elongation lens,

Honeycomb filter, Barn door and Snoot)

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: >72,000 hours life at L80B10

• LED technology provides an energy efficient

solution with reduced maintenance costs

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam 
Angle  
(°)

Colour 
Temp  
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon XL - 93 CRI - 3000K

White - LED

2059677 Beacon XL 93 CRI 3K Narrow Beam L3 White White 33 3103 94 15 3000 93 No - 72,000

2059683 Beacon XL 93 CRI 3K Medium Beam L3 White White 33 3060 93 34 3000 93 No - 72,000

2059689 Beacon XL 93 CRI 3K Wide Beam L3 White White 33 2802 85 50 3000 93 No - 72,000

White - Integrated potentiometer dimmable

2059679 Beacon XL 93 CRI 3K Narrow Beam L3 On-Board DIM 

White

White 33 3103 94 15 3000 93 Yes Onboard Pot 72,000

2059685 Beacon XL 93 CRI 3K Medium Beam L3 On-Board 

DIM White

White 33 3060 93 34 3000 93 Yes Onboard Pot 72,000

2059691 Beacon XL 93 CRI 3K Wide Beam L3 On-Board DIM 

White

White 33 2802 85 50 3000 93 Yes Onboard Pot 72,000

White - DALI

2059681 Beacon XL 93 CRI 3K Narrow Beam L3+DALI White White 33 3103 94 15 3000 93 Yes DALI 72,000

2059687 Beacon XL 93 CRI 3K Medium Beam L3+DALI White White 33 3060 93 34 3000 93 Yes DALI 72,000

2059693 Beacon XL 93 CRI 3K Wide Beam L3+DALI White White 33 2802 85 50 3000 93 Yes DALI 72,000

Black - LED

2059676 Beacon XL 93 CRI 3K Narrow Beam L3 Black Black 33 3103 94 15 3000 93 No - 72,000

2059682 Beacon XL 93 CRI 3K Medium Beam L3 Black Black 33 3060 93 34 3000 93 No - 72,000

2059688 Beacon XL 93 CRI 3K Wide Beam L3 Black Black 33 2802 85 50 3000 93 No - 72,000

Black - Integrated potentiometer dimmable

2059678 Beacon XL 93 CRI 3K Narrow Beam L3 On-Board DIM 

Black

Black 33 3103 94 15 3000 93 Yes Onboard Pot 72,000

2059684 Beacon XL 93 CRI 3K Medium Beam L3 On-Board 

DIM Black

Black 33 3060 93 34 3000 93 Yes Onboard Pot 72,000

2059690 Beacon XL 93 CRI 3K Wide Beam L3 On-Board DIM 

Black

Black 33 2802 85 50 3000 93 Yes Onboard Pot 72,000

Black - DALI

2059680 Beacon XL 93 CRI 3K Narrow Beam L3+DALI Black Black 33 3103 94 15 3000 93 Yes DALI 72,000

2059686 Beacon XL 93 CRI 3K Medium Beam L3+DALI Black Black 33 3060 93 34 3000 93 Yes DALI 72,000

2059692 Beacon XL 93 CRI 3K Wide Beam L3+DALI Black Black 33 2802 85 50 3000 93 Yes DALI 72,000



Beacon XL - 4000K

Dimensions (mm)

165

205

Ø11
3

85

Narrow Beam Medium Beam Wide Beam

Beacon XL - 4000K

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control Technology Average 
Rated Life 
(Hrs)

Beacon XL - 93 CRI - 4000K

White - LED

2059695 Beacon XL 93 CRI 4K Narrow Beam 

L3 White

White 33 3312 100 15 4000 93 No - 72,000

2059701 Beacon XL 93 CRI 4K Medium Beam 

L3 White

White 33 3314 100 34 4000 93 No - 72,000

2059707 Beacon XL 93 CRI 4K Wide Beam 

L3 White

White 33 3033 92 50 4000 93 No - 72,000

White - Integrated potentiometer dimmable

2059697 Beacon XL 93 CRI 4K Narrow Beam 

L3 On-Board DIM White

White 33 3312 100 15 4000 93 Yes Onboard Pot 72,000

2059703 Beacon XL 93 CRI 4K Medium Beam 

L3 On-Board DIM White

White 33 3314 100 34 4000 93 Yes Onboard Pot 72,000

2059709 Beacon XL 93 CRI 4K Wide Beam L3 

On-Board DIM White

White 33 3033 92 50 4000 93 Yes Onboard Pot 72,000

White - DALI

2059699 Beacon XL 93 CRI 4K Narrow Beam 

L3+DALI White

White 33 3312 100 15 4000 93 Yes DALI 72,000

2059705 Beacon XL 93 CRI 4K Medium Beam 

L3+DALI White

White 33 3314 100 34 4000 93 Yes DALI 72,000

2059711 Beacon XL 93 CRI 4K Wide Beam 

L3+DALI White

White 33 3033 92 50 4000 93 Yes DALI 72,000

Black - LED

2059694 Beacon XL 93 CRI 4K Narrow Beam 

L3 Black

Black 33 3312 100 15 4000 93 No - 72,000

2059700 Beacon XL 93 CRI 4K Medium Beam 

L3 Black

Black 33 3314 100 34 4000 93 No - 72,000

2059706 Beacon XL 93 CRI 4K Wide Beam 

L3 Black

Black 33 3033 92 50 4000 93 No - 72,000

Black - Integrated potentiometer dimmable

2059696 Beacon XL 93 CRI 4K Narrow Beam 

L3 On-Board DIM Black

Black 33 3312 100 15 4000 93 Yes Onboard Pot 72,000

2059702 Beacon XL 93 CRI 4K Medium Beam 

L3 On-Board DIM Black

Black 33 3314 100 34 4000 93 Yes Onboard Pot 72,000

2059708 Beacon XL 93 CRI 4K Wide Beam L3 

On-Board DIM Black

Black 33 3033 92 50 4000 93 Yes Onboard Pot 72,000

Black - DALI

2059698 Beacon XL 93 CRI 4K Narrow Beam 

L3+DALI Black

Black 33 3312 100 15 4000 93 Yes DALI 72,000

2059704 Beacon XL 93 CRI 4K Medium Beam 

L3+DALI Black

Black 33 3314 100 34 4000 93 Yes DALI 72,000

2059710 Beacon XL 93 CRI 4K Wide Beam 

L3+DALI Black

Black 33 3033 92 50 4000 93 Yes DALI 72,000



Beacon XL - High Output (HO)

• A comprehensive range of efficient and

high performing LED spotlights; ideal for

retail and display applications

• Narrow (15°), Medium (34°) and Wide (50°)

beam options

• Non-dimmable

• CRI: 85

• MacAdam Ellipse: 3

• Voltage: 220-240V

• Housing Colour: Black or White

• Construction Material: die-cast aluminium

• Warranty: 5 years

• Photobiological Risk Group: Group 1

Code Description Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

Beacon XL (High Output) - 85 CRI - 3000K

White

2059713 Beacon XL 85CRI 3K Narrow Beam L3 White White 33 3805 115 15 3000 85 No - 72,000

2059715 Beacon XL 85CRI 3K Medium Beam L3 White White 33 3744 113 34 3000 85 No - 72,000

2059717 Beacon XL 85CRI 3K Wide Beam L3 White White 33 3479 105 50 3000 85 No - 72,000

Black

2059712 Beacon XL 85CRI 3K Narrow Beam L3 Black Black 33 3805 115 15 3000 85 No - 72,000

2059714 Beacon XL 85CRI 3K Medium Beam L3 Black Black 33 3744 113 34 3000 85 No - 72,000

2059716 Beacon XL 85CRI 3K Wide Beam L3 Black Black 33 3479 105 50 3000 85 No - 72,000

Beacon XL (High Output) - 85 CRI - 4000K

White

2059719 Beacon XL 85CRI 4K Narrow Beam L3 White White 33 3911 119 15 4000 85 No - 72,000

2059721 Beacon XL 85CRI 4K Medium Beam L3 White White 33 3912 119 34 4000 85 No - 72,000

2059723 Beacon XL 85CRI 4K Wide Beam L3 White White 33 3682 112 50 4000 85 No - 72,000

Black

2059718 Beacon XL 85CRI 4K Narrow Beam L3 Black Black 33 3911 119 15 4000 85 No - 72,000

2059720 Beacon XL 85CRI 4K Medium Beam L3 Black Black 33 3912 119 34 4000 85 No - 72,000

2059722 Beacon XL 85CRI 4K Wide Beam L3 Black Black 33 3682 112 50 4000 85 No - 72,000

NB = Narrow Beam; MB = Medium Beam; WB = Wide Beam; L3 = Lytespan 3-circuit

165

205

Ø11
3

85

Dimensions (mm)
Narrow Beam Medium Beam Wide Beam



Beacon XL Accent

• A comprehensive range of high quality

accent LED spotlights; ideal for museum

and gallery applications

• Super high colour rendering with CRI 97

typical; with R9 value at 90

• Low glare, dark-light detail for increased

accentuation and visual comfort

• Intense Narrow (14º), Medium (33º) and

Wide (44º) beam options

• CRI: 97

• MacAdam Ellipse: 3

• Voltage: 220-240V

• Housing Colour: Black or White

• Construction Material: die-cast aluminium

• Warranty: 5 years

• Photobiological Risk Group: 1

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon XL Accent - 97 CRI - 3000K

2059568 Beacon XL Accent 97CRI 3K Narrow Beam 

L3 On-Board DIM Black

Black 33 1675 51 14 3000 97 Yes Onboard pot 50,000

2059569 Beacon XL Accent 97CRI 3K Narrow Beam 

L3 On-Board DIM White

White 33 1675 51 14 3000 97 Yes Onboard pot 50,000

2059570 Beacon XL Accent 97CRI 3K Medium Beam 

L3 On-Board DIM Black

Black 33 2428 74 33 3000 97 Yes Onboard pot 50,000

2059571 Beacon XL Accent 97CRI 3K Medium Beam 

L3 On-Board DIM White

White 33 2428 74 33 3000 97 Yes Onboard pot 50,000

2059572 Beacon XL Accent 97CRI 3K Wide Beam L3 

On-Board DIM Black

Black 33 2275 69 44 3000 97 Yes Onboard pot 50,000

2059573 Beacon XL Accent 97CRI 3K Wide Beam L3 

On-Board DIM White

White 33 2275 69 44 3000 97 Yes Onboard pot 50,000

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon XL Accent - 97 CRI - 4000K

2059576 Beacon XL Accent 97CRI 4K Narrow Beam 

L3 On-Board DIM Black

Black 33 1827 55.36 14 4000 97 Yes Onboard pot 50,000

2059577 Beacon XL Accent 97CRI 4K Narrow Beam 

L3 On-Board DIM White

White 33 1827 55.36 14 4000 97 Yes Onboard pot 50,000

2059574 Beacon XL Accent 97CRI 4K Medium Beam 

L3 On-Board DIM Black

Black 33 2668 80.84 33 4000 97 Yes Onboard pot 50,000

2059575 Beacon XL Accent 97CRI 4K Medium Beam 

L3 On-Board DIM White

White 33 2668 80.84 33 4000 97 Yes Onboard pot 50,000

2059578 Beacon XL Accent 97CRI 4K Wide Beam L3 

On-Board DIM Black

Black 33 2478 75.09 44 4000 97 Yes Onboard pot 50,000

2059579 Beacon XL Accent 97CRI 4K Wide Beam L3 

On-Board DIM White

White 33 2478 75.09 44 4000 97 Yes Onboard pot 50,000

Dimensions (mm)

Intense Narrow Beam Medium Beam Wide Beam
165

205

Ø11
3

85



 Beacon XXL

Beacon XXL is designed to push the boundaries of light within retail 

and display application. Beacon XXL is not just content on being a 

powerhouse of light but also focuses on offering a higher quality 

of light. Available with typical 93CRI or 85CRI (for High Output) 

in both 3000K or 4000K. Non-dimmable, on-board and DALI 

dimmable versions are also available. It is the ideal LED replacement 

for traditional 70W CMI solutions.



Code Désignation Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

Beacon XXL - 3000K (IRC 93)

White

2092991 BEACON XXL NB 3K L3 WHT White 48 3713 77 21 3000 93 No - 50,000

2093005 BEACON XXL MB 3K L3 WHT White 48 3670 76 50 3000 93 No - 50,000

2093019 BEACON XXL WB 3K L3 WHT White 48 4355 91 67 3000 93 No - 50,000

White - Integrated potentiometer dimmable

2092993 BEACON XXL NB O/B DIM 3K L3 WHT White 48 3713 77 21 3000 93 Yes Onboard pot 50,000

2093007 BEACON XXL MB O/B DIM 3K L3 WHT White 48 3670 76 50 3000 93 Yes Onboard pot 50,000

2093021 BEACON XXL WB O/B DIM 3K L3 WHT White 48 4355 91 67 3000 93 Yes Onboard pot 50,000

White - DALI

2092995 BEACON XXL NB DALI 3K L3 WHT White 48 3713 77 21 3000 93 Yes DALI 50,000

2093009 BEACON XXL MB DALI 3K L3 WHT White 48 3670 76 50 3000 93 Yes DALI 50,000

2093023 BEACON XXL WB DALI 3K L3 WHT White 48 4355 91 67 3000 93 Yes DALI 50,000

Black

2092990 BEACON XXL NB 3K L3 BLK Black 48 3713 77 21 3000 93 No - 50,000

2093004 BEACON XXL MB 3K L3 BLK Black 48 3670 76 50 3000 93 No - 50,000

2093018 BEACON XXL WB 3K L3 BLK Black 48 4355 91 67 3000 93 No - 50,000

Black - Integrated potentiometer dimmable

2092992 BEACON XXL NB O/B DIM 3K L3 BLK Black 48 3713 77 21 3000 93 Yes Onboard pot 50,000

2093006 BEACON XXL MB O/B DIM 3K L3 BLK Black 48 3670 76 50 3000 93 Yes Onboard pot 50,000

2093020 BEACON XXL WB O/B DIM 3K L3 BLK Black 48 4355 91 67 3000 93 Yes Onboard pot 50,000

Black - DALI

2092994 BEACON XXL NB DALI 3K L3 BLK Black 48 3713 77 21 3000 93 Yes DALI 50,000

2093008 BEACON XXL MB DALI 3K L3 BLK Black 48 3670 76 50 3000 93 Yes DALI 50,000

2093022 BEACON XXL WB DALI 3K L3 BLK Black 48 4355 91 67 3000 93 Yes DALI 50,000

Beacon XXL

• Beacon XXL is an LED replacement for the

traditional 70W CMI spotlights

• Ideal for double height spaces, retail and

display applications

• High colour rendering index, Ra 93 or 85

typical

• Available in 3000K or 4000K colour

temperatures

• Non dimmable, On-board dimming and

DALI versions available

• Narrow (21°), Medium (50°) or Wide (67°)

beam options

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard.

Other colour available on request.

• Barn doors, Elongation lens, Honeycomb

and Snoot accessories available

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of

the original output (L70)

• LED technology provides an energy efficient

solution with reduced maintenance costs

• Luminous flux :

3000K 4000K  

NB 3713lm 4181lm  

MB 3670lm 4179lm  

WB 4335lm 4884lm

• Warranty : 5 years

Narrow Beam - Black

Medium Beam - Black Wide Beam - Black

Legend: NB = Narrow Beam; MB = Medium Beam; WB = Wide Beam; HO = High Output; O/B DIM = On-Board DIMming; L3 = Lytespan 3; WHT = WHiTe; BLK = BLacK



Code Description Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

Beacon XXL - 4000K (IRC 93)

White

2093033 BEACON XXL NB 4K L3 WHT White 48 4181 87 21 4000 93 No - 50,000

2093047 BEACON XXL MB 4K L3 WHT White 48 4179 87 50 4000 93 No - 50,000

2093061 BEACON XXL WB 4K L3 WHT White 48 4884 102 67 4000 93 No - 50,000

White - Integrated potentiometer dimmable

2093035 BEACON XXL NB O/B DIM 4K L3 WHT White 48 4181 87 21 4000 93 Yes Onboard pot 50,000

2093049 BEACON XXL MB O/B DIM 4K L3 WHT White 48 4179 87 50 4000 93 Yes Onboard pot 50,000

2093063 BEACON XXL WB O/B DIM 4K L3 WHT White 48 4884 102 67 4000 93 Yes Onboard pot 50,000

White - DALI

2093037 BEACON XXL NB DALI 4K L3 WHT White 48 4181 87 21 4000 93 Yes DALI 50,000

2093051 BEACON XXL MB DALI 4K L3 WHT White 48 4179 87 50 4000 93 Yes DALI 50,000

2093065 BEACON XXL WB DALI 4K L3 WHT White 48 4884 102 67 4000 93 Yes DALI 50,000

Black

2093032 BEACON XXL NB 4K L3 BLK Black 48 4181 87 21 4000 93 No - 50,000

2093046 BEACON XXL MB 4K L3 BLK Black 48 4179 87 50 4000 93 No - 50,000

2093060 BEACON XXL WB 4K L3 BLK Black 48 4884 102 67 4000 93 No - 50,000

Black - Integrated potentiometer dimmable

2093034 BEACON XXL NB O/B DIM 4K L3 BLK Black 48 4181 87 21 4000 93 Yes Onboard pot 50,000

2093048 BEACON XXL MB O/B DIM 4K L3 BLK Black 48 4179 87 50 4000 93 Yes Onboard pot 50,000

2093062 BEACON XXL WB O/B DIM 4K L3 BLK Black 48 4884 102 67 4000 93 Yes Onboard pot 50,000

Black - DALI

2093036 BEACON XXL NB DALI 4K L3 BLK Black 48 4181 87 21 4000 93 Yes DALI 50,000

2093050 BEACON XXL MB DALI 4K L3 BLK Black 48 4179 87 50 4000 93 Yes DALI 50,000

2093064 BEACON XXL WB DALI 4K L3 BLK Black 48 4884 102 67 4000 93 Yes DALI 50,000

Beacon XXL

Legend: NB = Narrow Beam; MB = Medium Beam; WB = Wide Beam; HO = High Output; O/B DIM = On-Board DIMming; L3 = Lytespan 3; WHT = WHiTe; BLK = BLacK

4000K Narrow Beam 4000K Medium Beam 4000K Wide beam

Dimensions (mm)



Beacon XXL - High Output (HO)

• Beacon XXL is an LED replacement for the

traditional 70W CMI spotlights

• Ideal for double height spaces, retail and

display applications

• High colour rendering index, Ra 93 or 85

typical

• Available in 3000K or 4000K colour

temperatures

• Non dimmable, On-board dimming and

DALI versions available

• Narrow (21°), Medium (50°) or Wide (67°)

beam options

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard.

Other colour available on request.

• Barn doors, Elongation lens, Honeycomb

and Snoot accessories available

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of

the original output (L70)

• LED technology provides an energy efficient

solution with reduced maintenance costs

• Luminous flux :

3000K 4000K 

NB 4351lm 5128lm 

MB 4269lm 4884lm 

WB 5118lm 5762lm

• Warranty: 5 years

Code Description Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

3000K (85CRI) - High Output

White

2059308 BEACON XXL NB HO 3K L3 WHT White 48 4351 91 21 3000 85 No - 50,000

2059312 BEACON XXL MB HO 3K L3 WHT White 48 4269 89 50 3000 85 No - 50,000

2059316 BEACON XXL WB HO 3K L3 WHT White 48 5118 107 67 3000 85 No - 50,000

Black

2059307 BEACON XXL NB HO 3K L3 BLK Black 48 4351 91 21 3000 85 No - 50,000

2059311 BEACON XXL MB HO 3K L3 BLK Black 48 4269 89 50 3000 85 No - 50,000

2059315 BEACON XXL WB HO 3K L3 BLK Black 48 5118 107 67 3000 85 No - 50,000

4000K (85CRI) - High Output

White

2059310 BEACON XXL NB HO 4K L3 WHT White 48 5128 107 21 4000 85 No - 50,000

2059314 BEACON XXL MB HO 4K L3 WHT White 48 4884 102 50 4000 85 No - 50,000

2059318 BEACON XXL WB HO 4K L3 WHT White 48 5762 120 67 4000 85 No - 50,000

Black

2059309 BEACON XXL NB HO 4K L3 BLK Black 48 5128 107 21 4000 85 No - 50,000

2059313 BEACON XXL MB HO 4K L3 BLK Black 48 4884 102 50 4000 85 No - 50,000

2059317 BEACON XXL WB HO 4K L3 BLK Black 48 5762 120 67 4000 85 No - 50,000

Legend: NB = Narrow Beam; MB = Medium Beam; WB = Wide Beam; HO = High Output; O/B DIM = On-Board DIMming; L3 = Lytespan 3; WHT = WHiTe; BLK = BLacK

Narrow Beam - White

Medium Beam - White Wide Beam - White

4000K - Narrow Beam -

High Output

4000K - Medium Beam -

High Output
4000K - Wide Beam -

High Output

Dimensions (mm)



Code Description

Accessories

2058324 Beacon XL/XXL Elongation Lens

2058325 Beacon XL/XXL Honeycomb Filter

2058326 Beacon XL/XXL Snoot

2058323 Beacon XL/XXL Barn Doors

3020010 Monopoint L3 White

3020080 Monopoint L3 Black

Beacon XL/XXL Accessories

Monopoint Black Monopoint White

Ø115mm 34mm

46mm

Ø
10

5m
m

Ø107mm 4mm

0.1mmØ105mm

277mm 9mm

27
7m

m

Barn Doors

Honeycomb Filter

Elongation Lens

Snoot



 Beacon Projector

Beacon Projector is part of the award winning 

Beacon/Beacon Muse range.

Consisting of three versions - Iris, Framing 

and Gobo. These impressive models meet the 

requirements for a fully adjustable projector in 

galleries, museum and retail applications.



Beacon Projector - Framing

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon LED Projector - Framing Projector

White

2055956 Beacon LED Framing Projector O/B 3000K 

Three Circuit Track - White

White 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055958 Beacon LED Framing Projector O/B 4000K 

Three Circuit Track - White

White 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055960 Beacon LED Framing Projector O/B 3000K 

Surface Mounted - White

White 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055962 Beacon LED Framing Projector O/B 4000K 

Surface Mounted - White

White 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055964 Beacon LED Framing Projector DALI 3000K 

Three Circuit Track - White

White 35 474 14 - 3000 97 Yes DALI 72,000

2055966 Beacon LED Framing Projector DALI 4000K 

Three Circuit Track - White

White 35 474 14 - 4000 97 Yes DALI 72,000

Black

2055957 Beacon LED Framing Projector O/B 3000K 

Three Circuit Track - Black

Black 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055959 Beacon LED Framing Projector O/B 4000K 

Three Circuit Track - Black

Black 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055961 Beacon LED Framing Projector O/B 3000K 

Surface Mounted - Black

Black 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055963 Beacon LED Framing Projector O/B 4000K 

Surface Mounted - Black

Black 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055965 Beacon LED Framing Projector DALI 3000K 

Three Circuit Track - Black

Black 35 474 14 - 3000 97 Yes DALI 72,000

2055967 Beacon LED Framing Projector DALI 4000K 

Three Circuit Track - Black

Black 35 474 14 - 4000 97 Yes DALI 72,000

Dimensions (mm)

3m2m1m

190 lx400 lx2000 lx

1.68m1.17m0.5m

• Using only the best quality LED’s (3 step

MacAdam Ellipse), boasts a high CRI of 97

typical

• Horizontal rotation: 355°, vertical tilt: 90°

• 3000K or 4000K colour temperature

• Long lifetime - 72,000hrs L70B50

• Dimmable versions – On-board

potentiometer or DALI

• Three-Circuit (L3) track or Surface mounted

versions (Singlecircuit (L1) on request)

• Black or White finish (other colours on

request)

• Specifically designed for museum, gallery or

retail applications



Beacon Projector - Iris

• Using only the best quality LED’s (3 step

MacAdam Ellipse), boasts a high CRI of 97

typical

• Horizontal rotation: 355°, vertical tilt: 90°

• 3000K or 4000K colour temperature

• Long lifetime - 72,000hrs L70B50

• Dimmable versions – On-board

potentiometer or DALI

• Three-Circuit (L3) track or Surface mounted

versions (Singlecircuit (L1) on request)

• Black or White finish (other colours on

request)

• Specifically designed for museum, gallery or

retail applications

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon LED Projector - Iris Projector

White

2055968 Beacon LED Iris Projector O/B 3000K Three 

Circuit Track - White

White 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055970 Beacon LED Iris Projector O/B 4000K Three 

Circuit Track - White

White 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055972 Beacon LED Iris Projector O/B 3000K 

Surface Mounted - White

White 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055974 Beacon LED Iris Projector O/B 4000K 

Surface Mounted - White

White 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055976 Beacon LED Iris Projector DALI 3000K 

Three Circuit Track - White

White 35 474 14 - 3000 97 Yes DALI 72,000

2055978 Beacon LED Iris Projector DALI 4000K 

Three Circuit Track - White

White 35 474 14 - 4000 97 Yes DALI 72,000

Black

2055969 Beacon LED Iris Projector O/B 3000K Three 

Circuit Track - Black

Black 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055971 Beacon LED Iris Projector O/B 4000K Three 

Circuit Track - Black

Black 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055973 Beacon LED Iris Projector O/B 3000K 

Surface Mounted - Black

Black 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055975 Beacon LED Iris Projector O/B 4000K 

Surface Mounted - Black

Black 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055977 Beacon LED Iris Projector DALI 3000K 

Three Circuit Track - Black

Black 35 474 14 - 3000 97 Yes DALI 72,000

2055979 Beacon LED Iris Projector DALI 4000K 

Three Circuit Track - Black

Black 35 474 14 - 4000 97 Yes DALI 72,000

3m2m1m

0.75m 1.06m

190 lx400 lx2000 lx

2.50m

Dimensions (mm)



Beacon Projector - Gobo

• Using only the best quality LED’s (3 step

MacAdam Ellipse), boasts a high CRI of 97

typical

• Horizontal rotation: 355°, vertical tilt: 90°

• 3000K or 4000K colour temperature

• Long lifetime - 72,000hrs L70B50

• Dimmable versions – On-board

potentiometer or DALI

• Three-Circuit (L3) track or Surface mounted

versions (Singlecircuit (L1) on request)

• Black or White finish (other colours on

request)

• Specifically designed for museum, gallery or

retail applications

• Compatible with D size Gobo

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon LED Projector - Gobo Projector

White

2055944 Beacon LED Gobo Projector O/B 3000K 

Three Circuit Track - White

White 35 474 14 - 3000 97 Yes Onboard Pot 72,000

2055946 Beacon LED Gobo Projector O/B 4000K 

Three Circuit Track - White

White 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055948 Beacon LED Gobo Projector O/B 3000K 

Surface Mounted - White

White 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055950 Beacon LED Gobo Projector O/B 4000K 

Surface Mounted - White

White 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055952 Beacon LED Gobo Projector DALI 3000K 

Three Circuit Track - White

White 35 474 14 - 3000 97 Yes DALI 72,000

2055954 Beacon LED Gobo Projector DALI 4000K 

Three Circuit Track - White

White 35 474 14 - 4000 97 Yes DALI 72,000

Black

2055945 Beacon LED Gobo Projector O/B 3000K 

Three Circuit Track - Black

Black 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055947 Beacon LED Gobo Projector O/B 4000K 

Three Circuit Track - Black

Black 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055949 Beacon LED Gobo Projector O/B 3000K 

Surface Mounted - Black

Black 35 474 14 - 3000 97 Yes Onboard pot 72,000

2055951 Beacon LED Gobo Projector O/B 4000K 

Surface Mounted - Black

Black 35 474 14 - 4000 97 Yes Onboard pot 72,000

2055953 Beacon LED Gobo Projector DALI 3000K 

Three Circuit Track - Black

Black 35 474 14 - 3000 97 Yes DALI 72,000

2055955 Beacon LED Gobo Projector DALI 4000K 

Three Circuit Track - Black

Black 35 474 14 - 4000 97 Yes DALI 72,000

Dimensions (mm)

3m2m1m

190 lx400 lx2000 lx

0.41m 0.88m 1.17m

20mmØ
Max.

53.8mmØ 



Beacon Wallwash LED

Beacon Wallwash LED utilizes a specially 

adapted asymmetric lens to provide a high 

quality wallwashing effect within any given 

display environment be it museums & galleries 

or retail.

Uniform ceiling to floor vertical illuminance 

of up to 3.5 metres in height at 4.5 metre 

spacings.



Code Description Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

3000K (CRI93)

2059066 Beacon WW LED 3K L3 WHT White 48 3823 80 - 3000 93 No - 50,000

2059068 Beacon WW LED O/B DIM 3K L3 WHT White 48 3823 80 - 3000 93 Yes Onboard pot 50,000

2059074 Beacon WW LED DALI 3K L3 WHT White 48 3823 80 - 3000 93 Yes DALI 50,000

2059065 Beacon WW LED 3K L3 BLK Black 48 3823 80 - 3000 93 No - 50,000

2059067 Beacon WW LED O/B DIM 3K L3 BLK Black 48 3823 80 - 3000 93 Yes Onboard pot 50,000

2059073 Beacon WW LED DALI 3K L3 BLK Black 48 3823 80 - 3000 93 Yes DALI 50,000

3000K - High Output (CRI85)

2059102 Beacon WallWash LED HO 3000K CRI85 

LS3 White

White 48 4625 96 - 3000 85 No - 50,000

2059101 Beacon WallWash LED HO 3000K CRI85 

LS3 Black

Black 48 4625 96 - 3000 85 No - 50,000

Beacon Wallwash LED

• Beacon Wallwash LED uses a specially

adapted asymmetric lens to provide a

powerful LED wallwash solution

• Uniform ceiling to floor vertical illuminance

up to 4m height and 4.5m horizontal

spread

• Ideal for museum and gallery applications

• High colour rendering index, Ra 93 or 85

typical

• Available in 3000K or 4000K colour

temperatures

• Non dimmable, On-board dimming and

DALI versions available

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint fi nishes as standard.

Other colours available on request

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of

the original output (L70)

• LED technology provides an energy efficient

solution with reduced maintenance costsBeacon Wallwash - White

Beacon Wallwash - Black

Legend: O / B = Integrated dimming (integrated potentiometer); DALI = DALI dimmable; LS3 = Lytespan adapter 3.

DALI LS3 rail adapter applicable only on Concord LS3 rails, other DALI adapters on request



Code Description Finish Fixture
Power
(W)

Luminous
Flux
(lm)

Efficacy
(lm/W)

Beam
Angle
(°)

Colour
Temp
(K)

CRI Dimmable Control
Technology

Average
Rated Life
(Hrs)

4000K (CRI93)

2059081 Beacon WW LED 4K L3 WHT White 48 4089 85 - 4000 93 No - 50.000

2059088 Beacon WW LED O/B DIM 4K L3 WHT White 48 4089 85 - 4000 93 Yes Onboard pot 50.000

2059095 Beacon WW LED DALI 4K L3 WHT White 48 4089 85 - 4000 93 Yes DALI 50.000

2059080 Beacon WW LED 4K L3 BLK Black 48 4089 85 - 4000 93 No - 50.000

2059087 Beacon WW LED O/B DIM 4K L3 BLK Black 48 4089 85 - 4000 93 Yes Onboard pot 50.000

2059094 Beacon WW LED DALI 4K L3 BLK Black 48 4089 85 - 4000 93 Yes DALI 50.000

4000K - High Output (CRI85)

2059109 Beacon WW LED HO 4K L3 WHT White 48 4916 102 - 4000 85 No - 50.000

2059108 Beacon WW LED HO 4K L3 WHT Black 48 4916 102 - 4000 85 No - 50.000

Beacon Wallwash LED

Dimensions (mm)

3000K 4000K

Legend: O / B = Integrated dimming (integrated potentiometer); DALI = DALI dimmable; LS3 = Lytespan adapter 3.

DALI LS3 rail adapter applicable only on Concord LS3 rails, other DALI adapters on request



 Beacon Shelf

Beacon Shelf has been designed for the modern-day 

requirements of the retail world. The reflector optic 

pours light onto the shelf or display whilst reducing 

glare and increasing visual comfort.

This era of Online Shopping means retail spaces are 

now being regarded as showrooms or display cases 

of products. This has meant a greater importance 

on lighting – to create a true experience for the 

customer.



Beacon Shelf

• Beacon Shelf has been specifically designed

for lighting shelving in retail applications

• Use of an asymmetric reflector keeps glare

at a minimum and improves visual comfort

• Uniform vertical illuminance

• Ideal for retail and display applications

• Colour rendering index, Ra 93 typical

• Available in 3000K or 4000K colour

temperatures

• Non dimmable and DALI versions available

• For mounting on 3-circuit track (Lytespan 3)

• White or Black paint finishes as standard.

Other colours available on request.

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: 50,000 hours life at 70% of

the original output (L70)

• LED technology provides an energy efficient

solution with reduced maintenance costs

Dimensions (mm)

Beacon Shelf Standard - front view

3000K 4000K

Beacon Shelf Standard - side view

Beacon Shelf

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Shelf 

Beacon Shelf - 3000K (93 CRI)

2093073 Beacon Shelf 3K L3 BLK Black 48 4091 85 - 3000 93 No - 50,000

2093074 Beacon Shelf 3K L3 WHT White 48 4091 85 - 3000 93 No - 50,000

2093075 Beacon Shelf 3K DALI L3 BLK Black 48 4091 85 - 3000 93 Yes DALI 50,000

2093076 Beacon Shelf 3K DALI L3 WHT White 48 4091 85 - 3000 93 Yes DALI 50,000

Beacon Shelf - 4000K (93 CRI)

2093077 Beacon Shelf 4K L3 BLK Black 48 4485 93 - 4000 93 No - 50,000

2093078 Beacon Shelf 4K L3 WHT White 48 4485 93 - 4000 93 No - 50,000

2093079 Beacon Shelf 4K DALI L3 BLK Black 48 4485 93 - 4000 93 Yes DALI 50,000

2093080 Beacon Shelf 4K DALI L3 WHT White 48 4485 93 - 4000 93 Yes DALI 50,000

Legend: L3 = Lytespan 3; WHT = WHiTe; BLK = BLacK

Beacon Shelf DALI - front view Beacon Shelf DALI- side view



Beacon Major & Minor LED II

Beacon LED Mains II by Concord is an AC 

driven Dimmable LED solution; ideal for retail 

and display applications. Using the latest 

dimmable AC LED COB’s has allowed for a 

compact and minimalist design with no visible 

driver box; leaving a cleaner look-and-feel.

There are two outputs within the family in the 

form of Beacon Minor II which delivers up to 

916lm (10w) and Beacon Major II delivering 

up to 1716lm (19W).

Available in 3000K or 4000K with a choice 

of spot or flood beam distribution. Standard 

finishes in black or white, with other colours 

available upon request.



Beacon Minor II - Spot

• Beacon Mains II is a compact mains voltage

LED spotlight family ideal for retail and

shop lighting applications.

• Using the latest generation AC LED means

no visible driver box and a smaller head for

a cleaner look-and-feel.

• Spot and Flood options

• Colour Rendering index >80

• Phase dimmable (see list of compatible

dimmers)

• For mounting on 1-circuit track (Lytespan 1)

or 3-circuit track (Lytespan 3)

• Available in 3000K or 4000K colour

temperatures

• Monopoint accessory available for surface

mounting

• IR/UV free light source without heat

radiation

• Energy Class: A++, A+, A

• Long lifetime: 48,000 hours life at L70B50

• LED technology provides an energy efficient

solution with reduced maintenance costs

Beacon Minor II - Spot

Single Circuit (L1) Three Circuit (L3)

Dimensions (mm)

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Minor II Spot

Beacon Minor II - 80 CRI - 3000K

2059860 Beacon Minor II 3000K Spot L1 White White 10 916 92 25 3000 80 Yes Phase DIM 48,000

2059861 Beacon Minor II 3000K Spot L1 Black Black 10 916 92 25 3000 80 Yes Phase DIM 48,000

2059868 Beacon Minor II 3000K Spot L3 White White 10 916 92 25 3000 80 Yes Phase DIM 48,000

2059869 Beacon Minor II 3000K Spot L3 Black Black 10 916 92 25 3000 80 Yes Phase DIM 48,000

Beacon Minor II - 80 CRI - 4000K

2059862 Beacon Minor II 4000K Spot L1 White White 10 916 92 25 4000 80 Yes Phase DIM 48,000

2059863 Beacon Minor II 4000K Spot L1 Black Black 10 916 92 25 4000 80 Yes Phase DIM 48,000

2059870 Beacon Minor II 4000K Spot L3 White White 10 916 92 25 4000 80 Yes Phase DIM 48,000

2059871 Beacon Minor II 4000K Spot L3 Black Black 10 916 92 25 4000 80 Yes Phase DIM 48,000

Legend: SPT = SPoT; FLD = FLooD; L1 = Lytespan 1-circuit; L3 = Lytespan 3-circuit; WHT = WHiTe; BLK = BLacK



Beacon Minor II - Flood

• Beacon Mains II is a compact mains voltage

LED spotlight family ideal for retail and

shop lighting applications

• Using the latest generation AC LED means

no visible driver box and a smaller head for

a cleaner look-and-feel

• Spot and Flood options

• CRI: 80

• MacAdam Ellipse: 3

• Voltage: 230-240V

• Housing Colour: Black or White

• Construction Material: Aluminium

• Warranty: 5 years

• Photobiological Risk Group: 0

Dimensions (mm)

Beacon Minor II - Flood

Version LS1 Version LS3

Legend: SPT = SPoT; FLD = FLooD; L1 = Lytespan 1-circuit; L3 = Lytespan 3-circuit; WHT = WHiTe; BLK = BLacK

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Minor II - Flood

2059864 Beacon Minor II 3000K Flood L1 White White 10 886 89 44 3000 80 Yes Phase DIM 48,000

2059865 Beacon Minor II 3000K Flood L1 Black Black 10 886 89 44 3000 80 Yes Phase DIM 48,000

2059872 Beacon Minor II 3000K Flood L3 White White 10 886 89 44 3000 80 Yes Phase DIM 48,000

2059873 Beacon Minor II 3000K Flood L3 Black Black 10 886 89 44 3000 80 Yes Phase DIM 48,000

2059866 Beacon Minor II 4000K Flood L1 White White 10 886 89 44 4000 80 Yes Phase DIM 48,000

2059867 Beacon Minor II 4000K Flood L1 Black Black 10 886 89 44 4000 80 Yes Phase DIM 48,000

2059874 Beacon Minor II 4000K Flood L3 White White 10 886 89 44 4000 80 Yes Phase DIM 48,000

2059875 Beacon Minor II 4000K Flood L3 Black Black 10 886 89 44 4000 80 Yes Phase DIM 48,000



Beacon Major II - Spot

Dimensions (mm)

Single Circuit (L1) Three Circuit (L3)

Legend: SPT = SPoT; FLD = FLooD; L1 = Lytespan 1-circuit; L3 = Lytespan 3-circuit

Beacon Major II - Spot

• Beacon Mains II is a compact mains voltage

LED spotlight family ideal for retail and

shop lighting applications

• Using the latest generation AC LED means

no visible driver box and a smaller head for

a cleaner look-and-feel

• Spot and Flood options

• CRI: 80

• MacAdam Ellipse: 3

• Voltage: 230-240V

• Housing Colour: Black or White

• Construction Material: Aluminium

• Warranty: 5 years

• Photobiological Risk Group: 1

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Major II - 80 CRI - Spot

2059876 Beacon Major II 3000K Spot L1 White White 19 1716 90 33 33 80 Yes Phase DIM 48,000

2059877 Beacon Major II 3000K Spot L1 Black Black 19 1716 90 33 33 80 Yes Phase DIM 48,000

2059884 Beacon Major II 3000K Spot L3 White White 19 1716 90 33 33 80 Yes Phase DIM 48,000

2059885 Beacon Major II 3000K Spot L3 Black Black 19 1716 90 33 3000 80 Yes Phase DIM 48,000

2059878 Beacon Major II 4000K Spot L1 White White 19 1716 90 33 4000 80 Yes Phase DIM 48,000

2059879 Beacon Major II 4000K Spot L1 Black Black 19 1716 90 33 4000 80 Yes Phase DIM 48,000

2059886 Beacon Major II 4000K Spot L3 White White 19 1716 90 33 4000 80 Yes Phase DIM 48,000

2059887 Beacon Major II 4000K Spot L3 Black Black 19 1716 90 33 4000 80 Yes Phase DIM 48,000



Beacon Major II - Flood

Version LS1 Version LS3

Dimensions (mm)

Legend: SPT = SPoT; FLD = Flood; L1 = Lytespan 1-circuit; L3 = Lytespan 3-circuit

• Beacon Mains II is a compact mains voltage

LED spotlight family ideal for retail and

shop lighting applications

• Using the latest generation AC LED means

no visible driver box and a smaller head for

a cleaner look-and-feel

• Spot and Flood options

• CRI: 80

• MacAdam Ellipse: 3

• Voltage: 230-240V

• Housing Colour: Black or White

• Construction Material: Aluminium

• Warranty: 5 years

• Photobiological Risk Group: 1

Beacon Major II - Flood

Code Description Finish Fixture 
Power  
(W)

Luminous 
Flux  
(lm)

Efficacy 
(lm/W)

Beam Angle 
(°)

Colour Temp 
(K)

CRI Dimmable Control 
Technology

Average 
Rated Life 
(Hrs)

Beacon Major II - Flood

2059880 Beacon Major II 3000K Flood L1 White White 19 1656 87 48 3000 80 Yes Phase DIM 48,000

2059881 Beacon Major II 3000K Flood L1 Black Black 19 1656 87 48 3000 80 Yes Phase DIM 48,000

2059888 Beacon Major II 3000K Flood L1 Black White 19 1656 87 48 3000 80 Yes Phase DIM 48,000

2059889 Beacon Major II 3000K Flood L3 Black Black 19 1656 87 48 3000 80 Yes Phase DIM 48,000

2059882 Beacon Major II 4000K Flood L1 White White 19 1656 87 48 4000 80 Yes Phase DIM 48,000

2059883 Beacon Major II 4000K Flood L1 Black Black 19 1656 87 48 4000 80 Yes Phase DIM 48,000

2059890 Beacon Major II 4000K Flood L3 White White 19 1656 87 48 4000 80 Yes Phase DIM 48,000

2059891 Beacon Major II 4000K Flood L3 Black Black 19 1656 87 48 4000 80 Yes Phase DIM 48,000



Beacon Hi-Spot ES50 / QPAR30

• Clean design, minimalist, molded pressure

• Spot for rail to use with LED lamps

appropriate

• Without rear illumination, lamp is fully

enclosed in the back

• Lamp to be ordered separately

Code Description Finish

Beacon Hi-Spot ES50 50W GU10

2041879 BEACON ES50 S/C WHITE 240V White

2041880 BEACON ES50 S/C SILVER 240V Silver

2041881 BEACON ES50 S/C BLACK 240V Black

2041882 BEACON ES50 3/C WHITE 240V White

2041883 BEACON ES50 3/C SILVER 240V Silver

2041884 BEACON ES50 3/C BLACK 240V Black

Code Description Finish

Beacon QPAR30

2041891 100W QPar30 Single Circuit White

2041892 100W QPar30 Single Circuit Silver

2041893 100W QPar30 Single Circuit Black

2041894 100W QPar30 Three Circuit White

2041895 100W QPar30 Three Circuit Silver

2041896 100W QPar30 Three Circuit Black

Beacon ES50 Beacon QPAR




