
WALL & CEILING
LIGHTING FITTINGS

Kanlux 
SONDA II



Kanlux SONDA II

A modern lamp series in 
which you can choose 
from 1 to 4 light points.
Updated with modern trends,
the SONDA II model will replace 
the existing series of SONDA spotlights.



120°

120°

330°
Kanlux SONDA II

Freely adjustable 
lampshade: 
with a rotation range of 330°
and with a tilt range of 120°.
Complete fitting for replaceable
light source with cap GU10.



34921

SONDA II EL-1O W

34925

SONDA II EL-3I W

34927

SONDA II EL-3O W

34929

SONDA II EL-4O W

34923

SONDA II EL-2I W

Kanlux SONDA II

Matt white colour.



34920

SONDA II EL-1O B

34924

SONDA II EL-3I B

34926

SONDA II EL-3O B

34928

SONDA II EL-4O B

34922

SONDA II EL-2I B

Kanlux SONDA II

Matt black colour.



Kanlux SONDA II

The modern shape 
fittings will become 
a unique decoration 
of any interior.



Kanlux SONDA II

SONDA II EL-1O B 34920 max 10 black

SONDA II EL-1O W 34921 max 10 white

SONDA II EL-2I B 34922 2 x max 10 black

SONDA II EL-2I W 34923 2 x max 10 white

SONDA II EL-3I B 34924 3 x max 10 black

SONDA II EL-3I W 34925 3 x max 10 white

SONDA II EL-3O B 34926 3 x max 10 black

SONDA II EL-3O W 34927 3 x max 10 white

SONDA II EL-4O B 34928 4 x max 10 black

SONDA II EL-4O W 34929 4 x max 10 white

SONDA II EL-1O W
SONDA II EL-1O B

SONDA II EL-2I W
SONDA II EL-2I B

SONDA II EL-3I W
SONDA II EL-3I B

SONDA II EL-3O W
SONDA II EL-3O B

SONDA II EL-4O W
SONDA II EL-4O B
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rated voltage: 220-240 V
rated frequency: 50 Hz
light source: PAR16 LED
cap: GU10
fitting movable horizontally: 330 [°]
fitting movable vertically: 120 [°]
material: aluminium alloy
protection class against electric shock: I
IP rating: 20
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Kanlux SONDA II
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Kanlux SONDA II

high-quality packaging
kanlux.com


