
Parking luminaries

Kanlux
STRETON LED



# quality/performance/economy
*  5-Year warranty under the conditions
of the warranty statement available on the website.

Quality confirmed by
a 5-year warranty.

Durability
50 000 hours.

Luminary
luminous efficiency
up to 140lm/W.

Kanlux STRETON LED

HI
GH
efficacy



# flexibility

Kanlux STRETON LED
The luminary is
 integrated with an adapter
 that allows you to obtain
 the desired lighting angle. 

Ease of installation
both on a pole (diameter
50-62 mm) and on the facade
of the building.
*Does not apply to the STRETON LED 20W NW model
(mounting hole in the range of Ø42-48 mm).



#  durability

Kanlux STRETON LED

High rate 
IP65

Increased
resistance
to mechanical 
damage
IK08



Kanlux ACORD

Wysoka
skuteczność
świetlna z oprawy
do 100lm/W

# optimality Light distribution for STRETON LED 150W.

Kanlux STRETON LED

The optical system
used in the luminary
ensures an optimal
beam angle.



Wide range of
professional applications.



* 5-Year warranty under the conditions of the
   warranty statement available on the website.

Kanlux STRETON LED

36233  STRETON LED 200W NW

36232  STRETON LED 150W NW

36231  STRETON LED 100W NW

36230  STRETON LED 60W NW

36229  STRETON LED 40W NW

36228  STRETON LED 20W NW

36228 STRETON LED 20W NW 20W 2800lm

4000K
X=140°/
Y=90°

Ø42-48mm D

36229 STRETON LED 40W NW 40W 5600lm

Ø50-62mm

D

36230 STRETON LED 60W NW 60W 8400lm D

36231 STRETON LED 100W NW 100W 14000lm D

36232 STRETON LED 150W NW 150W 19500lm E

36233 STRETON LED 200W NW 200W 26000lm E
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STRETON LED 60W

STRETON LED 20W

STRETON LED 100W

STRETON LED 40W

STRETON LED 150W STRETON LED 200W

Rated voltage [V]: 220-240 AC 
Rated frequency [Hz]: 50 
Protection class against electric shock: I 
Housing material: aluminum alloy 
Protective glass material: PC
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kanlux.com

well packed

Kanlux STRETON LED


